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Floodlight Summary:

Report based on lamp delivering 1000 lumens.

Maximum Intensity 635.9 cd per klm.
(Luminaire orientation as tested.) 0.0 degrees vertical

0.0 degrees horizontal

Beam Spread At 10% of Imax          138.9V x 137.4H
At 50% of Imax           64.4V x  64.1H
At 90% of Imax           12.1V x  12.6H

Beam Flux Total 975.7 lumens per klm.
To 10% of Imax 956.8 lumens per klm.
To 50% of Imax 387.3 lumens per klm.
To 90% of Imax 22.3 lumens per klm.

Upward LOR 0.0 %
Downward LOR 97.6 %

Luminaire Efficiency(Light Output Ratio) 97.5 %

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
V 0.0DEG PLAN,64.1

UNIT:cd

H 0.0DEG PLAN,64.4

AVERAGE BEAM ANGLE(50%):64.3 DEG
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0.00 0.01 0.01 0.02 0.03 0.04 0.04 0.05 0.06 0.06 0.06 0.05 0.04 0.03 0.02 0.01 0.01 0.00

0.00 0.01 0.03 0.05 0.08 0.12 0.19 0.38 0.55 0.57 0.44 0.26 0.15 0.09 0.06 0.03 0.01 0.00

0.00 0.02 0.04 0.11 0.63 1.94 3.45 4.65 5.26 5.26 4.69 3.67 2.36 0.96 0.17 0.05 0.02 0.00

0.00 0.02 0.08 0.99 3.01 5.14 7.10 8.57 9.33 9.35 8.56 7.19 5.51 3.53 1.41 0.13 0.03 0.00

0.00 0.03 0.37 2.42 4.98 7.63 9.93 11.6 12.5 12.5 11.6 10.0 7.92 5.41 2.88 0.64 0.03 0.00

0.00 0.04 0.95 3.49 6.57 9.53 12.2 14.4 15.7 15.6 14.3 12.2 9.73 6.93 3.92 1.33 0.06 0.01

0.00 0.05 1.46 4.31 7.68 11.0 14.4 17.3 19.0 18.9 17.2 14.4 11.2 8.03 4.75 1.87 0.10 0.01

0.01 0.10 1.79 4.86 8.41 12.2 16.1 19.7 22.7 22.8 19.7 16.2 12.4 8.75 5.31 2.21 0.18 0.01

0.01 0.13 1.95 5.15 8.82 12.8 17.0 21.7 28.6 29.4 22.2 17.3 13.1 9.08 5.56 2.37 0.23 0.01

0.01 0.13 1.94 5.15 8.83 12.8 17.2 21.8 28.4 28.7 21.8 17.2 12.9 8.95 5.53 2.37 0.23 0.01

0.01 0.10 1.76 4.83 8.42 12.1 16.1 19.7 22.6 22.5 19.5 16.1 12.1 8.48 5.23 2.21 0.17 0.01

0.00 0.06 1.43 4.25 7.67 10.9 14.2 17.2 19.0 19.0 17.2 14.4 11.0 7.82 4.73 1.87 0.10 0.01

0.00 0.04 0.96 3.40 6.50 9.43 12.0 14.3 15.8 15.8 14.5 12.3 9.66 6.86 3.97 1.35 0.06 0.01

0.00 0.03 0.42 2.35 4.87 7.53 9.78 11.6 12.6 12.6 11.8 10.2 7.94 5.43 2.90 0.66 0.04 0.00

0.00 0.02 0.09 0.94 2.97 5.03 7.02 8.40 9.24 9.43 8.78 7.42 5.56 3.55 1.41 0.14 0.03 0.00

0.00 0.02 0.05 0.12 0.68 1.83 3.29 4.42 5.12 5.39 4.95 3.92 2.46 1.02 0.19 0.06 0.02 0.00

0.00 0.01 0.03 0.05 0.09 0.15 0.24 0.42 0.57 0.61 0.47 0.27 0.17 0.11 0.07 0.03 0.01 0.00

0.00 0.01 0.01 0.02 0.03 0.04 0.05 0.05 0.06 0.06 0.06 0.05 0.04 0.03 0.02 0.01 0.01 0.00

0.53 0.00

3.01 0.00
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one-half-peak spread: U:32.5,D:32.9 , L:32.2,R:33.0 NEMA Beam Type: Type 7

DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

AVAILABILITY(%)

Avai. FLUX(lm)

LOR(%)

TOTAL FLUX(lm)

  @50%(H,V)

96RAY20/W

20

230

1750

1

230

1113

95.6

1673

97.5

1707

64,64DEG

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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ISOCANDELA DIAGRAM

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

-90
-90

-80

-80

-70

-70

-60

-60

-50

-50

-40

-40

-30

-30

-20

-20

-10

-10

0

0

10

10

20

20

30

30

40

40

50

50

60

60

70

70

80

80

90

90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:1113(H0.0,V0.0)
 (At:C=350.0,Gamma=0.0)
UNIT: cd

10% 111.3
20% 222.6
30% 333.8
40% 445.1
50% 556.4
60% 667.7
70% 779.0
80% 890.2
90% 1002

MAX = 1112.8 
MIN = 280.16 
AVG = 589.49 
AVG/MAX = 0.53
MIN/MAX = 0.25

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 4 Of 8

ISOLUX DIAGRAM

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.3338lx 0.03101fc

  5% 0.5564lx 0.05169fc

 10% 1.113lx 0.1034fc

 30% 3.338lx 0.3101fc

 50% 5.564lx 0.5169fc

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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AAI Figure

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

1m 125.33cm531.6,1113lx

2m 250.66cm132.9,278.2lx

3m 376.00cm59.07,123.6lx

4m 501.33cm33.22,69.55lx

5m 626.66cm21.26,44.51lx

6m 751.99cm14.77,30.91lx

7m 877.32cm10.85,22.71lx

8m 1002.66cm8.306,17.39lx

9m 1127.99cm6.563,13.74lx

10m 1253.32cm5.316,11.13lx

Height Eavg,Emax DiameterAngle:64.15deg

Flux out:677.8 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

V(DEG)

H(DEG)
  Table--1 UNIT: cd

-90

-90 0.57

-85 0.57

-80 0.57

-75 0.57

-70 0.57

-65 0.57

-60 0.57

-55 0.57

-50 0.57

-45 0.57

-40 0.57

-35 0.57

-30 0.57

-25 0.57

-20 0.57

-15 0.57

-10 0.57

-5 0.57

0 0.57

5 0.57

10 0.57

15 0.57

20 0.57

25 0.57

30 0.57

35 0.57

40 0.57

45 0.57

50 0.57

55 0.57

60 0.57

65 0.57

70 0.57

75 0.57

80 0.57

85 0.57

90 0.57

-85

0.62

0.65

0.68

0.71

0.74

0.77

0.80

0.89

0.97

1.05

1.13

1.19

1.25

1.30

1.34

1.37

1.39

1.40

1.40

1.40

1.38

1.36

1.33

1.29

1.24

1.18

1.11

1.03

0.95

0.86

0.77

0.74

0.70

0.67

0.64

0.60

0.56

-80

0.68

0.74

0.80

0.87

1.07

1.27

1.46

1.70

1.92

2.13

2.33

2.53

2.70

2.85

2.98

3.08

3.15

3.19

3.21

3.20

3.16

3.09

3.00

2.87

2.72

2.54

2.34

2.13

1.91

1.68

1.42

1.22

1.02

0.80

0.71

0.64

0.56

-75

0.68

0.77

0.88

1.19

1.51

1.89

2.26

2.67

3.05

3.44

3.83

4.17

4.51

4.83

5.10

5.31

5.47

5.56

5.60

5.59

5.52

5.38

5.19

4.93

4.61

4.26

3.91

3.53

3.13

2.73

2.30

1.90

1.48

1.14

0.80

0.67

0.56

-70

0.68

0.81

1.10

1.51

2.02

2.56

3.12

3.72

4.33

5.00

5.96

8.46

10.7

24.5

40.9

53.9

63.4

69.2

71.2

69.3

63.5

54.1

41.2

24.9

11.1

8.86

6.29

5.29

4.58

3.95

3.30

2.69

2.09

1.51

1.03

0.71

0.56

-65

0.68

0.85

1.31

1.91

2.59

3.32

4.10

4.98

7.24

11.0

41.5

71.6

94.3

112

125

136

144

148

149

147

142

133

122

108

94.0

77.6

47.1

12.0

7.91

5.42

4.42

3.55

2.73

1.96

1.28

0.76

0.56

-60

0.69

0.88

1.52

2.32

3.22

4.20

5.32

9.52

40.0

80.4

116

140

162

181

197

209

218

223

225

222

215

205

192

176

158

136

112

85.0

42.2

10.4

5.78

4.48

3.41

2.41

1.52

0.81

0.56

-55

0.69

0.99

1.79

2.77

3.90

5.21

9.70

56.2

103

139

170

198

224

245

263

277

288

295

297

294

287

275

260

242

219

193

165

134

97.3

47.6

10.6

5.68

4.20

2.96

1.84

0.93

0.56

-50

0.69

1.11

2.04

3.21

4.60

7.68

40.9

103

148

187

223

255

283

306

326

340

351

359

362

359

351

340

325

306

280

250

216

180

143

101

43.5

8.58

5.08

3.53

2.17

1.04

0.56

-45

0.69

1.19

2.30

3.70

5.43

11.7

81.4

141

188

232

272

307

336

358

376

390

401

410

414

410

403

392

377

358

334

304

267

226

183

139

90.4

13.4

6.24

4.19

2.53

1.18

0.56

-40

0.68

1.27

2.55

4.20

6.58

46.9

121

176

226

272

313

348

377

400

421

438

450

459

464

460

451

438

421

400

375

346

311

270

222

171

117

45.0

7.89

4.92

2.90

1.32

0.55

-35

0.68

1.33

2.74

4.53

9.29

83.8

149

207

260

308

348

383

414

443

467

487

502

513

519

515

504

487

464

438

410

379

344

304

256

203

143

73.6

11.4

5.64

3.31

1.44

0.55

-30

0.68

1.37

2.88

4.82

11.8

109

174

235

290

337

378

415

451

484

514

538

554

565

574

571

559

538

510

478

444

408

370

332

285

233

170

101

14.5

6.43

3.70

1.56

0.55

-25

0.68

1.17

2.95

5.16

29.2

132

197

259

314

362

403

445

485

524

558

584

603

614

626

624

613

587

554

517

477

436

396

356

311

258

194

121

30.7

7.01

3.94

1.30

0.55

-20

0.68

0.93

3.06

5.45

52.2

148

216

279

334

381

425

469

516

561

596

626

652

669

685

679

659

631

598

554

509

464

421

377

330

274

210

139

51.1

7.46

4.15

0.98

0.55

-15

0.68

1.24

3.34

5.79

70.7

161

230

294

350

396

442

491

543

591

632

670

706

735

753

740

707

672

631

589

539

488

440

395

347

287

222

152

67.7

7.79

4.25

1.34

0.55

-10

0.68

1.57

3.53

6.10

84.3

170

239

303

360

406

454

507

565

616

660

711

773

833

864

829

768

709

660

613

562

508

456

408

359

298

231

161

80.2

8.02

4.29

1.72

0.55

-5

0.68

1.66

3.68

6.37

95.7

176

245

310

366

412

461

517

576

629

679

749

848

966

1026

956

839

746

682

629

577

522

466

415

366

307

240

171

93.4

7.80

4.19

1.75

0.55

0

0.68

1.74

3.80

6.58

103

178

247

314

369

414

464

521

579

634

688

764

892

1045

1113

1018

868

762

689

635

582

525

469

418

370

312

247

178

103

7.44

4.03

1.75

0.56

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 96RAY20/W

SPEC.:  

MFR.: Elmark Industries JSC

TYPE: 96RAY20/W

DIM.: F 200 x 90

SUR.: Circle

WEIGHT: 1

SERIAL No.: 0 

Shielding Angle: 

V(DEG)

H(DEG)
  Table--2 UNIT: cd

5

-90 0.68

-85 1.78

-80 3.80

-75 6.60

-70 99.6

-65 175

-60 245

-55 311

-50 367

-45 412

-40 461

-35 516

-30 573

-25 627

-20 679

-15 748

-10 865

-5 998

0 1056

5 967

10 839

15 742

20 678

25 629

30 577

35 520

40 467

45 417

50 370

55 313

60 248

65 179

70 105

75 7.43

80 4.04

85 1.77

90 0.56

10

0.68

1.81

3.77

6.56

91.4

168

239

304

360

405

452

504

559

610

658

710

785

870

900

844

765

699

654

611

563

509

458

411

365

310

246

177

99.4

7.32

4.01

1.77

0.56

15

0.67

1.82

3.80

6.56

79.4

160

229

293

350

396

438

486

536

586

630

670

712

751

766

738

698

662

628

589

543

492

445

401

356

300

237

170

84.8

7.28

3.97

1.76

0.55

20

0.65

1.81

3.78

6.47

61.7

150

216

279

335

381

420

464

510

556

596

631

660

681

688

672

653

630

597

558

514

471

429

388

342

288

226

160

64.8

7.12

3.90

1.73

0.55

25

0.65

1.78

3.68

6.28

38.1

137

201

261

317

365

402

440

481

521
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212
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3.84
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185
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3.73
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0.55
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0.64
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3.25

5.27
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320

274
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114

15.5
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3.48
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413
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9.85

5.45

3.20

1.51

0.54
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0.62
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4.42

2.72

1.32

0.51
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2.03
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84.3
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163
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164
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22.0

8.04

5.48

3.79

2.35

1.18

0.52
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0.62

0.98

1.74

2.64

3.63

4.73
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141
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209
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238

247

253
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247
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169

144
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8.33

5.89

4.43

3.13

1.98

1.04

0.53
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0.62

0.94

1.51

2.21

2.99

3.81

4.71

6.42
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27.8

74.4

114
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175
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167

157

144

130

114

75.4

30.0

15.4

7.49

5.60

4.50

3.48

2.52

1.65

0.94

0.52
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0.62

0.88

1.27

1.78

2.38

3.00

3.64

4.34

5.14

6.54

9.40
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29.3

49.5
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101
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70.4
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27.5

19.3

9.95

7.21

5.78

4.90

4.10

3.36

2.64

1.93

1.32

0.85

0.52
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0.62

0.82

1.03

1.42

1.80

2.25

2.69

3.16

3.61

4.07

4.52

4.93

5.58

6.27

6.85

7.31

7.66

7.88

7.97

7.93

7.77

7.47

7.05

6.51

5.85

5.23

4.79

4.31

3.83

3.36

2.85

2.38

1.88

1.45

1.02

0.76

0.52
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0.62

0.75

0.89

1.03

1.30

1.55

1.79

2.07

2.34

2.59

2.83
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3.27

3.45

3.60

3.72

3.81

3.87

3.90

3.89

3.84

3.77

3.66

3.51

3.33

3.12

2.89

2.64

2.38

2.10

1.80

1.55

1.28

1.01

0.84

0.68

0.52
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0.62

0.69

0.76

0.83
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0.97

1.04
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1.26

1.36

1.46

1.54
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1.68

1.74

1.78

1.81

1.83

1.84

1.83

1.81

1.78

1.74

1.68

1.62

1.54

1.46

1.36

1.26

1.14

1.02
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0.88
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0.57

90
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0.62

0.62

0.62

0.62

0.62

0.62

0.62
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0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

0.62

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:


