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LAMP PHOTOMETRIC REPORT

MODEL: 99LED642

POWER: 10W VOLTAGE: 24V WORKING VOLTAGE: 24V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 770.75 1m -/+180
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AVERAGE BEAM ANGLE (50%) :32.8 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1069 1056 1073 1104 1145 1175 1155 1111 0- 10 122.4 122.4 15.9
20 539.2 537.6 552.2 579.3 609.6 628.1 611.8 572.6 10- 20 226.1 348.5 45.2
30 263.2 257.8 267.9 295.4 321.6 325.3 305.5 280.7 20- 30 192.4 540.9 70.2
40 142.2 138.7 146.3 162.7 179.8 179.1 167.3 154.0 30— 40 136.5 677.4 87.9
50 33.50 29.74 31.51 38.19 43.83 41.35 39.36 37.37 40- 50 66.95 744 .4 96.6
60 7.566 7.566 7.646 8.123 8.361 8.302 8.040 7.847 50- 60 15.45 759.8 98.6
70 4.606 4.581 4.708 4.981 5.167 5.185 4.975 4.822 60— 70 6.298 766.1 99.4
80 1.924 1.969 2.052 2.273 2.407 2.452 2.324 2.139 70- 80 3.759 769.9 99.9
90 0.1758 0.0340 0.0354 0.0314 0.2001 0.0394 0.0436 0.0423 80- 90| 0.8914 770.8 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:17 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED642

POWER: 10W VOLTAGE: 24V WORKING VOLTAGE: 24V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479
5 1344 | 1342 | 1339 | 1339 | 1337 | 1339 | 1338 | 1341 | 1342 | 1347 | 1350 | 1355 | 1357 | 1361 | 1363 | 1368 | 1371 | 1376 | 1382
10 1069 | 1066 | 1062 | 1060 | 1056 | 1057 | 1057 | 1062 | 1066 | 1073 | 1076 | 1084 | 1088 | 1099 | 1108 | 1119 | 1126 | 1134 | 1145
15 763 | 761 | 757 | 757 | 756 | 759 | 760 | 764 | 767 | 774 | 779 | 788 | 793 | 803 | 812 | 821 | 827 | 840 | 852
20 539 | 537 | 534 | 535 | 536 | 539 | 541 | 546 | 548 | 552 | 556 | 564 | 568 | 576 | 583 | 590 | 596 | 603 | 610
25 387 | 385 | 383 | 384 | 383 | 386 | 387 | 389 | 391 | 395 | 398 | 403 | 410 | 418 | 425 | 433 | 436 | 442 | 448
30 263 | 261 | 259 | 259 | 257 | 258 | 258 | 260 | 263 | 268 | 272 | 278 | 284 | 292 | 299 | 307 | 311 | 316 | 322
35 209 | 209 | 207 | 203 | 201 | 198 | 197 | 198 | 202 | 205 | 209 | 212 | 214 | 218 | 222 | 226 | 228 | 230 | 230
40 142 | 141 | 140 | 140 | 139 | 139 | 137 | 140 | 142 | 146 | 150 | 152 | 154 | 160 | 166 | 172 | 174 | 177 | 180
45 76.2 | 74.5|72.1|71.2|70.0 | 69.0 | 69.1 | 69.0 | 69.6 | 71.4 | 73.2 | 76.4 | 79.6 | 81.8 | 83.9 | 87.4 | 89.3 | 91.4 | 92.6
50 33.5(32.5(31.1|30.1|29.7|29.8|30.1|30.1|30.6|31.5|32.8|35.2|36.6|38.0|38.4|39.0|40.2|42.5] 43.8
55 12.3|12.1(11.9|11.8 |11.6 | 11.6 | 11.6 | 11.7 |[11.9| 12.5|12.9| 13.7 |14.3 | 15.0 | 15.6 | 16.3 | 16.8 | 17.2 | 17.8
60 7.57|7.56 | 7.61|7.65|7.62|7.51|7.46 | 7.50 | 7.60 | 7.65 | 7.77 | 7.85 | 7.94 | 8.05 | 8.20 | 8.31 | 8.41 | 8.43 | 8.36
65 6.03|5.98 | 6.01 |6.02|6.02|5.94|5.94|5.99|6.06|6.08|6.17|6.24|6.32|6.40 | 6.53 | 6.63 | 6.71L | 6.71 | 6.67
70 4.61 | 4.56 | 4.56 | 4.58 | 4.60 | 4.57 | 4.57 | 4.61 | 4.66 | 4.71 | 4.79 | 4.83 | 4.90 | 4.93 | 5.03 | 5.08 | 5.18 | 5.19 | 5.17
75 3.323.29(3.32|3.32|3.36|3.33|3.35|3.38|3.44|3.44|3.50|3.50|3.55|3.59|3.66|3.74|3.83|3.84]3.86
80 1.92|1.92[1.93|1.93(1.97|1.97(1.99|2.02|2.05|2.05|2.07|2.09|2.16|2.24|2.30|2.34|2.39|2.40 |2.41
85 0.65|0.67|0.65|0.59|0.56 | 0.47 | 0.44 | 0.40 | 0.42 | 0.40 | 0.43 | 0.44 | 0.51 | 0.59 | 0.73 | 0.84 | 0.95|1.00 | 0.94
90 0.18 | 0.12| 0.05|0.04 | 0.04 | 0.03 | 0.04 | 0.04 | 0.04 | 0.04 | 0.03 | 0.03 | 0.03|0.03|0.03|0.03|0.05|0.110.20
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:17 August 2022

Y
fe

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED642
POWER: 10W VOLTAGE: 24V WORKING VOLTAGE: 24V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479 | 1479
5 1385 | 1390 | 1394 | 1398 | 1402 | 1406 | 1407 | 1409 | 1405 | 1400 | 1392 | 1385 | 1374 | 1367 | 1358 | 1353 | 1347
10 1151 | 1161 | 1166 | 1174 | 1177 | 1177 | 1170 | 1165 | 1155 | 1148 | 1137 | 1129 | 1116 | 1106 | 1094 | 1086 | 1077
15 859 | 867 | 870 | 875 | 877 | 878 | 872 | 867 | 859 | 850 | 836 | 826 | 814 | 805 | 794 | 785 | 774
20 614 | 621 | 625 | 628 | 628 | 630 | 625 | 619 | 612 | 604 | 593 | 585 | 576 | 569 | 560 | 554 | 546
25 450 | 453 | 456 | 459 | 458 | 458 | 454 | 448 | 442 | 435 | 427 | 422 | 415 | 410 | 405 | 400 | 393
30 325 | 327 | 327 | 327 | 324 | 321 | 315 | 311 | 306 | 300 | 294 | 288 | 283 | 279 | 276 | 272 | 268
35 231 | 231 | 229 | 226 | 223 | 220 | 217 | 217 | 219 | 219 | 219 | 216 | 215 | 216 | 215 | 213 | 212
40 182 | 185 | 183 | 182 | 177 | 174 | 171 | 169 | 167 | 163 | 160 | 158 | 154 | 154 | 151 | 149 | 145
45 92.8 | 92.5|92.1|92.6 | 90.9|91.2 (89.1|88.9|93.2|86.7|89.3|85.1|83.1|82.6|81.6/|79.9]77.3
50 44.1 | 43.1|41.6 | 41.5 | 41.2 | 41.3 | 40.1 | 40.0 | 39.4 | 39.3 |39.5|39.0(37.9|36.9|35.0|34.7 | 34.1
55 17.8 | 17.8 | 17.4 | 17.2 | 16.9 | 17.0 | 16.4 | 16.0 | 15.7 | 15.3 | 15.0 | 14.8 | 14.1 | 13.8 | 13.3 | 12.9 | 12.5
60 8.37 | 8.39|8.36|8.29|8.31|8.24(8.16|8.07 |8.04|7.99|7.98|7.97|7.91|7.79|7.72| 7.61 | 7.55
65 6.69 | 6.73 | 6.69 | 6.63 | 6.62 | 6.56 | 6.50 | 6.44 | 6.46 | 6.41 | 6.40 | 6.36 | 6.31 | 6.23 | 6.21 | 6.13 | 6.06
70 5.22 | 5.27 | 5.23 | 5.20 | 5.17 | 5.09 | 5.04 | 4.98 | 4.97 | 4.92 | 4.92 | 4.90 | 4.85 | 4.80 | 4.79 | 4.72 | 4.64
75 3.92 | 3.95|3.96|3.95|3.92|3.85|3.81|3.77|3.72|3.64|3.60|3.54|3.47|3.41 | 3.42|3.37 | 3.36
80 2.35|2.40 | 2.46 | 2.46 | 2.44 | 2.37 | 2.35|2.32 | 2.32 | 2.26 | 2.23|2.18 (2.16 | 2.12 | 2.10 | 1.96 | 1.80
85 0.60 | 0.79|0.99|0.89|0.80|0.72|0.69|0.65|0.65|0.61|0.61|0.62|0.66|0.70|0.73 | 0.59| 0.46
90 0.14 | 0.06 | 0.05 | 0.04 | 0.04 | 0.04 | 0.04 | 0.04 | 0.04 | 0.04 | 0.04 | 0.04 [ 0.04 | 0.04 | 0.05 | 0.05 | 0.14
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:17 August 2022 Remarks:




