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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY24/30

POWER: 30W VOLTAGE: 24V WORKING VOLTAGE: 24V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 2687.2 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2867 2799 2669 2665 2628 2589 2688 2792 341.1 341.1 12.7

1501 1436 1401 1408 1445 1452 1468 1469 534.7 875.8 32.6

994.3 942.3 904.0 900.3 910.2 915.2 944.5 962.0 542.2 1418 52.8

693.6 652.5 638.6 638.7 644.4 676.4 679.9 701.2 479.9 1898 70.6

600.2 582.8 570.7 570.6 578.3 585.4 577.6 589.7 481.1 2379 88.5

75.04 71.15 66.37 63.74 61.86 63.53 69.63 74.58 252.9 2632 97.9

23.34 23.34 21.72 21.59 20.83 21.46 22.51 24.13 35.92 2668 99.3

9.265 8.633 7.528 7.096 7.113 7.977 8.374 9.055 15.91 2684 99.9

0.4143 0.3912 0.4085 0.4256 0.4759 0.3315 0.3132 0.2906 3.584 2687 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:17 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY24/30

POWER: 30W VOLTAGE: 24V WORKING VOLTAGE: 24V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4761

5 4068

10 2867

15 1943

20 1501

25 1235

30 994

35 802

40 694

45 639

50 600

55 296

60 75.0

65 32.6

70 23.3

75 16.3

80 9.26

85 3.33

90 0.41

10

4761

4084

2890

1949

1511

1244

993

762

675

629

599

291

74.1

32.0

23.3

16.3

9.18

3.39

0.41

20

4761

4065

2856

1924

1491

1234

977

745

662

627

596

274

73.1

31.3

23.3

16.2

9.02

3.20

0.41

30

4761

4087

2855

1902

1479

1234

970

735

655

620

590

271

72.8

31.3

23.3

16.1

8.99

3.09

0.41

40

4761

4074

2805

1859

1444

1219

948

730

655

621

584

255

71.3

30.9

23.3

15.9

8.69

2.80

0.39

50

4761

4083

2792

1902

1428

1204

936

728

650

618

581

247

71.0

30.8

23.4

16.0

8.58

2.46

0.39

60

4761

4059

2734

1806

1411

1184

915

727

645

615

578

229

69.2

30.6

23.4

15.9

8.20

2.28

0.39

70

4761

4056

2717

1872

1409

1177

914

722

639

614

578

225

68.5

30.2

23.1

15.6

7.92

2.15

0.40

80

4761

4020

2672

1776

1400

1159

905

724

641

615

575

212

66.6

29.1

22.2

14.9

7.58

2.08

0.40

90

4761

4013

2669

1857

1401

1157

904

722

639

614

571

272

66.4

28.9

21.7

14.5

7.53

2.08

0.41

100

4761

3975

2646

1767

1396

1144

900

724

643

613

562

199

64.8

28.7

21.4

13.9

7.25

2.05

0.41

110

4761

3973

2665

1852

1401

1142

901

723

642

610

561

260

65.0

29.0

21.4

13.5

7.13

2.12

0.42

120

4761

3940

2657

1781

1399

1137

895

723

642

609

569

187

64.4

28.9

21.7

13.2

6.88

2.16

0.42

130

4761

3944

2676

1869

1410

1143

901

724

638

610

571

258

64.3

28.6

21.5

13.0

6.82

2.34

0.42

140

4761

3916

2653

1812

1407

1141

899

725

639

608

570

184

63.1

28.6

21.7

13.7

7.37

2.59

0.43

150

4761

3926

2651

1887

1422

1148

903

727

642

610

571

258

63.3

29.0

22.7

14.9

8.13

2.91

0.45

160

4761

3911

2628

1845

1423

1150

903

728

646

608

574

189

62.6

29.5

23.0

15.0

8.23

3.04

0.50

170

4761

3936

2637

1898

1439

1155

909

731

647

609

575

263

63.0

28.9

21.7

13.7

7.69

3.07

0.51

180

4761

3949

2628

1852

1445

1155

910

735

644

609

578

264

61.9

28.1

20.8

12.5

7.11

2.87

0.48

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:17 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY24/30

POWER: 30W VOLTAGE: 24V WORKING VOLTAGE: 24V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 4761

5 3938

10 2601

15 1852

20 1448

25 1155

30 906

35 731

40 646

45 612

50 584

55 190

60 61.3

65 28.3

70 21.0

75 12.6

80 7.00

85 2.90

90 0.47

200

4761

3967

2606

1870

1459

1160

910

738

653

613

583

265

62.2

28.5

21.2

13.4

7.00

1.55

0.42

210

4761

3954

2579

1866

1454

1154

906

743

662

617

587

202

62.5

28.5

21.2

13.9

7.60

3.03

0.37

220

4761

3992

2595

1874

1457

1169

915

752

674

624

587

218

63.3

28.4

21.4

14.1

7.99

3.18

0.34

230

4761

3987

2583

1868

1447

1172

915

756

679

625

584

218

63.7

28.8

21.5

14.3

7.97

3.16

0.32

240

4761

4034

2606

1891

1459

1188

926

758

678

628

586

231

65.3

28.7

21.6

14.7

8.23

3.14

0.32

250

4761

4034

2610

1894

1457

1189

924

754

676

628

582

232

66.5

29.5

22.0

14.8

8.08

3.04

0.31

260

4761

4080

2665

1916

1476

1199

942

759

682

628

583

256

69.0

29.9

22.0

14.8

8.06

3.02

0.32

270

4761

4081

2688

1909

1468

1194

944

759

680

627

578

261

69.6

30.4

22.5

15.1

8.37

3.14

0.31

280

4761

4124

2739

1929

1476

1206

956

772

683

628

569

275

71.3

31.6

23.3

15.7

8.88

3.25

0.31

290

4761

4118

2746

1926

1468

1206

954

771

687

627

572

274

71.5

31.6

23.3

15.9

8.74

3.12

0.30

300

4761

4134

2784

1930

1474

1214

960

780

697

633

582

285

73.4

32.4

23.5

16.0

8.77

3.18

0.30

310

4761

4104

2779

1907

1466

1214

957

778

698

636

587

281

73.6

33.2

24.1

16.2

8.87

3.22

0.29

320

4761

4110

2806

1902

1472

1223

967

786

704

642

592

296

75.5

33.6

24.2

16.4

9.24

3.19

0.29

330

4761

4075

2795

1894

1465

1216

968

790

710

644

596

293

75.1

33.2

23.8

15.8

9.29

3.07

0.31

340

4761

4082

2832

1920

1476

1230

982

795

713

651

598

303

76.6

33.6

24.0

16.0

8.90

1.94

0.31

350

4761

4058

2837

1927

1482

1229

988

791

709

649

601

301

75.5

33.0

23.7

16.1

9.36

3.18

0.32

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:17 August 2022 Remarks:


