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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY50/W

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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0

400

800

1200

1600

2000

TOTAL FLUX: 5293.7 lm
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  80  70- 80

  90  80- 90

 100  90-100
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 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1909 1907 1917 1929 1933 1922 1917 1911 182.6 182.6 3.45

1931 1926 1942 1958 1969 1961 1955 1937 548.3 730.9 13.8

1807 1805 1825 1850 1883 1858 1852 1822 884.8 1616 30.5

1477 1472 1493 1509 1544 1533 1533 1491 1049 2665 50.3

1152 1153 1175 1201 1222 1226 1207 1176 1039 3704 70

731.9 745.6 774.4 793.9 799.0 817.7 799.7 768.6 889.5 4594 86.8

302.2 308.5 320.8 346.9 351.2 348.7 336.8 332.1 545.4 5139 97.1

5.058 5.844 5.475 5.575 5.452 5.817 4.469 4.912 151.9 5291 99.9

2.228 2.256 2.229 2.141 1.734 1.730 1.777 1.832 2.807 5294 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY50/W

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1909

5 1905

10 1909

15 1916

20 1931

25 1908

30 1807

35 1653

40 1477

45 1318

50 1152

55 962

60 732

65 511

70 302

75 116

80 5.06

85 2.50

90 2.23

10

1909

1907

1908

1916

1927

1907

1808

1657

1476

1319

1156

965

737

510

301

115

5.14

2.48

2.25

20

1909

1904

1908

1915

1925

1907

1808

1650

1472

1311

1149

958

732

507

298

112

5.16

2.42

2.25

30

1909

1905

1903

1914

1926

1904

1803

1647

1474

1312

1153

966

741

514

305

115

5.74

2.39

2.25

40

1909

1906

1906

1915

1923

1902

1801

1637

1466

1306

1149

964

741

518

307

116

5.81

2.37

2.25

50

1909

1900

1908

1919

1929

1906

1808

1647

1477

1312

1158

975

750

523

310

117

5.88

2.39

2.26

60

1909

1908

1912

1923

1932

1904

1812

1649

1473

1314

1157

974

748

518

302

112

5.06

2.40

2.26

70

1909

1906

1914

1926

1935

1910

1814

1653

1486

1320

1165

985

757

524

306

113

5.17

2.43

2.25

80

1909

1911

1918

1928

1937

1918

1822

1660

1486

1323

1169

984

761

531

309

112

4.90

2.44

2.24

90

1909

1910

1917

1928

1942

1920

1825

1663

1493

1333

1175

996

774

543

321

121

5.47

2.41

2.23

100

1909

1914

1922

1934

1938

1923

1827

1665

1495

1326

1176

997

776

549

324

123

5.33

2.37

2.21

110

1909

1913

1921

1933

1939

1927

1834

1674

1503

1342

1186

1010

788

559

338

130

5.29

2.33

2.18

120

1909

1915

1925

1940

1947

1933

1835

1677

1504

1341

1188

1009

789

561

340

132

3.92

2.00

2.16

130

1909

1916

1929

1946

1955

1938

1846

1684

1511

1356

1200

1018

797

568

348

135

5.71

2.24

2.15

140

1909

1917

1929

1949

1960

1941

1853

1686

1507

1349

1201

1014

791

563

345

135

5.44

2.35

2.13

150

1909

1918

1933

1953

1963

1946

1862

1700

1520

1363

1211

1019

796

567

349

139

5.41

2.33

2.13

160

1909

1914

1929

1949

1965

1948

1867

1701

1517

1360

1207

1011

785

563

343

132

4.67

2.32

2.11

170

1909

1914

1932

1952

1970

1959

1878

1713

1535

1374

1216

1018

791

565

345

137

5.08

2.33

2.12

180

1909

1920

1933

1954

1969

1960

1883

1719

1544

1380

1222

1024

799

572

351

152

5.45

1.98

1.73

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY50/W

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1909

5 1918

10 1930

15 1951

20 1965

25 1963

30 1881

35 1714

40 1531

45 1374

50 1223

55 1026

60 798

65 576

70 351

75 142

80 5.33

85 2.01

90 1.72

200

1909

1915

1931

1949

1965

1953

1877

1712

1540

1381

1229

1034

811

582

355

152

5.68

2.01

1.73

210

1909

1914

1924

1944

1961

1953

1864

1706

1532

1373

1223

1033

812

581

353

142

5.72

1.96

1.72

220

1909

1912

1920

1944

1960

1950

1859

1704

1536

1378

1230

1042

819

587

351

152

6.11

1.95

1.73

230

1909

1914

1925

1943

1962

1946

1857

1706

1530

1373

1223

1042

816

581

346

139

5.52

1.91

1.73

240

1909

1914

1928

1938

1957

1948

1853

1703

1537

1376

1230

1046

819

579

347

139

5.23

1.62

1.75

250

1909

1911

1923

1939

1957

1943

1852

1698

1529

1369

1219

1036

810

572

338

134

4.56

1.95

1.75

260

1909

1913

1923

1940

1961

1947

1859

1707

1539

1374

1223

1039

812

574

340

135

4.61

1.99

1.77

270

1909

1908

1917

1934

1955

1941

1852

1701

1533

1363

1207

1022

800

566

337

134

4.47

1.99

1.78

280

1909

1907

1915

1931

1948

1933

1850

1699

1532

1365

1207

1020

798

564

337

136

4.45

2.01

1.79

290

1909

1904

1916

1925

1945

1928

1840

1685

1516

1350

1194

1004

785

556

332

130

4.27

2.04

1.80

300

1909

1906

1911

1927

1945

1922

1835

1679

1509

1350

1190

1003

784

551

335

136

4.55

2.06

1.82

310

1909

1906

1913

1920

1939

1918

1826

1667

1492

1333

1178

989

771

545

332

132

4.83

2.09

1.83

320

1909

1907

1910

1917

1936

1913

1818

1660

1490

1328

1173

985

767

543

332

134

4.99

2.13

1.84

330

1909

1905

1911

1922

1937

1912

1812

1656

1483

1322

1166

974

752

534

325

131

4.61

2.13

1.84

340

1909

1903

1903

1914

1932

1908

1807

1652

1484

1324

1167

975

750

531

321

130

5.00

2.12

1.85

350

1909

1904

1905

1915

1933

1905

1807

1653

1479

1323

1159

968

740

523

316

124

5.31

2.11

1.85

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 September 2022 Remarks:


