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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague250/W

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 28753 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:X10cd UNIT:lm

833.4 806.9 794.6 832.3 860.1 825.8 787.6 806.1 764.5 764.5 2.66

1014 854.7 799.9 907.9 1060 920.5 796.8 887.0 2445 3210 11.2

1288 896.4 722.8 997.1 1404 1035 778.5 968.9 4446 7655 26.6

1620 762.2 283.6 954.2 1756 1099 442.8 949.9 6392 14047 48.9

1806 283.2 75.34 440.4 1860 633.1 84.06 471.3 6837 20884 72.6

1331 79.98 52.72 100.1 1444 109.3 55.78 91.45 5221 26106 90.8

130.3 43.93 38.43 54.02 376.3 54.63 39.54 50.14 2124 28230 98.2

10.82 14.13 24.55 20.50 20.90 23.83 26.20 15.58 425.1 28655 99.7

2.609 0.8917 0.3345 0.7383 1.631 0.5198 0.4937 0.6707 97.89 28753 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague250/W

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: X10cd

0

0 783

5 793

10 833

15 903

20 1014

25 1146

30 1288

35 1443

40 1620

45 1765

50 1806

55 1678

60 1331

65 673

70 130

75 43.0

80 10.8

85 2.58

90 2.61

10

783

793

830

896

994

1107

1234

1387

1571

1707

1714

1518

1039

396

86.8

28.6

11.0

2.57

2.53

20

783

791

825

881

959

1044

1148

1284

1438

1504

1393

1023

505

147

49.8

25.3

10.1

2.39

2.19

30

783

789

817

862

915

972

1046

1130

1191

1124

850

452

194

68.7

45.3

24.9

11.0

2.23

1.68

40

783

788

811

842

873

907

943

953

893

684

381

166

85.0

62.8

45.9

27.2

12.3

2.32

1.12

50

783

787

803

822

837

853

850

794

631

375

185

101

74.9

57.4

42.0

29.7

16.0

3.22

0.66

60

783

787

798

808

813

815

782

669

440

231

117

75.5

57.2

45.0

37.2

32.7

24.1

5.38

0.42

70

783

786

794

796

800

794

743

591

341

177

84.0

62.9

51.5

43.4

36.5

32.1

27.9

12.2

0.36

80

783

786

792

794

797

787

723

546

289

134

74.4

61.0

51.6

44.1

37.3

31.2

25.3

13.9

0.34

90

783

788

795

797

800

789

723

545

284

131

75.3

62.0

52.7

44.9

38.4

31.4

24.5

10.6

0.33

100

783

790

799

804

808

797

731

565

309

144

77.5

62.8

52.8

44.9

38.1

32.2

26.1

14.5

0.34

110

783

792

808

818

824

818

763

626

384

192

91.8

67.0

54.6

45.8

38.6

34.0

29.9

13.6

0.36

120

783

795

816

835

849

855

824

729

522

279

142

84.0

63.9

50.4

41.4

35.7

28.4

9.04

0.41

130

783

798

827

858

885

915

932

902

779

513

250

123

88.0

68.5

51.1

35.7

22.3

6.85

0.56

140

783

801

838

883

931

989

1062

1126

1129

977

630

271

112

76.3

56.9

37.1

18.7

6.39

0.92

150

783

803

846

905

977

1064

1187

1332

1432

1419

1207

785

339

114

59.8

37.7

17.9

6.37

1.41

160

783

805

854

926

1020

1137

1293

1472

1629

1704

1638

1370

878

352

92.8

40.4

17.4

6.30

1.88

170

783

806

859

940

1050

1190

1369

1556

1717

1819

1820

1670

1342

794

239

46.2

20.4

6.62

2.18

180

783

806

860

943

1060

1211

1404

1597

1756

1854

1860

1737

1444

1004

376

56.2

20.9

6.32

1.63

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague250/W

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: X10cd

190

0 783

5 806

10 860

15 942

20 1056

25 1203

30 1390

35 1583

40 1752

45 1865

50 1884

55 1755

60 1450

65 926

70 290

75 49.6

80 19.3

85 5.64

90 1.45

200

783

803

852

927

1029

1158

1320

1507

1688

1813

1811

1613

1175

535

123

42.3

18.3

5.64

1.14

210

783

802

843

907

991

1091

1217

1380

1530

1597

1481

1108

532

149

60.5

39.0

17.3

6.06

0.81

220

783

798

832

882

944

1012

1093

1192

1263

1205

920

429

130

77.3

57.0

41.0

21.3

6.72

0.57

230

783

794

820

857

897

936

977

994

935

725

346

130

88.4

66.6

52.3

38.0

26.4

9.55

0.47

240

783

791

808

835

857

873

879

836

692

404

186

92.5

66.9

52.7

42.5

35.2

32.4

15.5

0.43

250

783

787

799

815

826

831

816

739

544

255

105

71.5

57.8

48.0

39.8

33.0

29.8

21.6

0.77

260

783

784

792

800

806

808

789

698

475

189

87.9

66.8

56.4

47.1

39.4

32.9

26.9

19.0

1.02

270

783

782

788

792

797

800

778

679

443

165

84.1

66.0

55.8

46.8

39.5

33.0

26.2

17.1

0.49

280

783

780

787

792

797

802

781

684

458

210

86.7

66.0

55.3

46.2

39.1

32.6

27.3

19.0

0.45

290

783

781

789

801

809

815

798

711

507

229

102

72.0

56.2

46.3

39.1

32.6

29.6

17.1

0.40

300

783

781

794

814

832

844

843

783

626

344

144

87.8

66.5

51.0

40.5

34.4

28.3

7.38

0.42

310

783

784

802

833

867

896

920

906

817

593

264

114

83.1

64.6

49.8

34.1

18.0

3.31

0.54

320

783

786

810

853

907

962

1018

1071

1083

984

678

276

99.8

70.1

50.4

31.4

13.2

1.82

0.80

330

783

789

819

873

950

1033

1124

1236

1357

1400

1248

830

313

95.1

51.2

27.9

10.1

1.54

1.20

340

783

791

825

889

985

1097

1214

1360

1543

1678

1667

1426

870

277

67.6

28.9

9.91

1.65

1.61

350

783

792

832

900

1007

1139

1277

1431

1614

1768

1808

1670

1274

610

115

33.1

11.0

1.83

1.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:


